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Vodec Industrial Communications Ltd,
Parkview, Lockwood Close
Nottingham,
England,
NG5 9JN
Tel: +44 (0) 115 967 5240
Fax: +44 (0) 115 967 5241
THE QUEEN'S AWARDS .
DNV Certification BY 013 FOR ENTERPRISE: E-mail: sales@vodec.com

Manufacturing facility in UK only INTERNATIONAL TRADE Web: www.vodec.com
2008

Design, manufacture and supply communication system s world wide for use in the
petrochemical industry.

This range of ruggedised, weatherproof beacons,
has been designed with harsh ingress protection to
cope with harsh environmental conditions.

» Weatherproof
¥ IP6 and IP67
» Operating temperature -55°C to +70°C
» Corrosion resistant red painted GRP body
» High intensity flash
* Polycarbonate lens, various colours available
¥ Retained stainless steel cover screws
» Optional lens guard
» Optional telephone or relay initiate
* 3 X M20 cable entries Photo shows beacon with guard. Please note we do
* Replaceable tube not supply beacons with guards as standard. This is
»  Switchable dual flash an optional extra at additional cost.
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Ordering Requirements

Thes fellewing cod= is desigred ho help in the salection of the comrect unit, Build up the referance number by inssriing e cods for mach
comparent inks the oppropriate box. Standard products available ex-stock as follows:

Prachsct Drescription

XB13024RMNR ‘Wsothemproof, 10, 24V d.c., red lens, painked red body.
XB13024ANNR “Wsotherproof, 100, 24V d.c., arber lens, pairted red body.
XB13230RMNR ‘Wsotherproof, 10, 230V a.c., red lens, painked red body
XB13230ANMNR %dl'barpmﬂﬁ 10), 230V a.c., armber lars, p-uinred rad body.
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Vodec Industrial Communications Ltd have a policy of continuous improvement. The information contained in the data sheet is subject to change without notice.



For your local office please contact:

Head Office

Vodec Industrial Communications Ltd,
Parkview, Lockwood Close
Nottingham,

NG5 9JN,

England,

Tel: +44 (0) 115 967 5240
Fax: +44 (0) 115 967 5241
E-mail: sales@vodec.com
Web: www.vodec.com

Regional Offices

Vodec-USA, Vodec Asia Pacific Sdn. Bhd

103 Charbonnet Road, Suite E-10-5 Megan Avenue 1,
Duson, 189 Jalan Tun Razak
LA 70529 _ 50450 Kuala Lumpur

United States of America Malaysia
Tel: +1 337 326 5395 Tel: +60 3-21669580
Fax: +1 337 406 0999 Fax: +60 3-21669807
E-mail: sales@vodec-usa.com Email: sales@vodec-asiapac.com
Web: www.vodec-usa.com Web: www.vodec-asiapac.com

Vodec France
11, rue Email Roux
94120 Fontenay-Sous-Bois
France
Tel: +33 (0) 141951849
Fax: +33 (0) 141951849
Email: sales@vodec-france.com

Web: www.vodec-france.com
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