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Technical Specification  
Dimensions  483mm (19inch console mount) 

100mm deep 
266.5 (6U) high 

Weight  5kg 
Supply voltage Phantom power from central equipment 48V DC 
Loudspeaker  2Watt 
Microphone  Noise cancelling hyper cardioid 
Telephone range -20ºC - +70ºC  
Humidity  75% non condensing  
Location  Safe area internal 
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Manufacturing facility  in UK only 
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Design, manufacture and supply communication system s world wide for use in the 
petrochemical industry.  

 DS0343 TBPXX Intercom Master Talkback Panel 
  Features Benefits 

Discrete push button for each station Simple non blocking operation in an emergency 
Possible simultaneous latching of all subscriber 
call ins 

High security, non blocking 

Industrial grade push buttons Long though life minimal maintenance 
  

 
 

TBPXX Intercom Master Talkback Panel 
 

The Vodec TBPXX is a console mount “key 
and lamp” intercom talkback master control 
panel. The unit is designed to operate in 
conjunctions with Vodec TBX-8 port and Vodec 
talkback intercom subscriber stations, 
 

 
 
The TBPXX comprises of the following: 
 

1) An illuminating selector key array one 
key corresponds to each subscriber 
station fitted to the system 

2) A noise cancelling hyper cardioid goose 
neck mounted microphone 

3) A push to talk key 
4) An integral loudspeaker 
5) A “call in” sounder 
6) A “cancel call” selection key 
 

The operation of TBX intercom is detailed in 
the TBX-8 port data sheet DS0334.  
 
TBPXX is available in the following subscriber 
capabilities: 
 
TBP24 – 24 subscribers 
TBP48 – 48 subscribers 
TBP64 – 64 subscribers  
TBP72 – 72 subscribers 
TBP96 – 96 subscribers 
 
Other subscriber capabilities are available to 
special order. See data sheets DS0342 for 
typical industrial subscriber stations. 
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For your local office please contact: 
 

Head Office 
 

��� �
 

Vodec Industrial Communications Ltd, 
Parkview, Lockwood Close 

Nottingham, 
NG5 9JN, 
England, 

Tel: +44 (0) 115 967 5240 
Fax: +44 (0) 115 967 5241 
E-mail: sales@vodec.com 

Web: www.vodec.com 
 

Regional Offices 
 

 
 

Vodec-USA, 
103 Charbonnet Road, 

Duson, 
LA 70529 

United States of America 
Tel: +1 337 326 5395 
Fax: +1 337 406 0999 

E-mail: sales@vodec-usa.com 
Web: www.vodec-usa.com 

 

 

 
 

Vodec Asia Pacific Sdn. Bhd 
Suite E-10-5 Megan Avenue 1, 

189 Jalan Tun Razak 
50450 Kuala Lumpur 

Malaysia 
Tel: +60 3-21669580 
Fax: +60 3-21669807 

Email: sales@vodec-asiapac.com 
Web: www.vodec-asiapac.com 

 

 

 
 

Vodec France  
11, rue Email Roux 

94120 Fontenay-Sous-Bois 
France 

Tel: +33 (0) 141951849 
Fax: +33 (0) 141951849 

Email: sales@vodec-france.com 
Web: www.vodec-france.com 

 


