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Design, manufacture and supply communication system s world wide for use in the 
petrochemical industry.  

 DS0318 Vodec VFM27 Bedhead Entertainment Unit 
  Features Benefits 

Low profile enclosure Will fit into shallow wall voids 
Synthesized tuning heat Eliminates routine re-calibration/service 
Motherboard OCB obviates conventional wiring High reliability and through life cost 
Modular design Enables rapid and simplified service 
  

 

VFM27 is a highly developed Stereo FM 
demodulator designed to provide reliable, 
efficient entertainment reception in an industrial 
environment. 
 
The unit is designed to survive the rigours of an 
offshore installation and is packaged in a 
rugged low profile steel enclosure with 
anodised alloy fascia, operator controls are 
“tactile” flush fit push buttons and, for volume 
control, convenient robust rotary type. 
 
The unit facilitates preset selection of up to 
twenty seven radio channels, with the entire 
VHF FM broadcast radio band coverage 88 
MHz to 108 MHz being accessible by an 
up/down push button tuning control. A 
multifunctional LCD read-out is fitted which 
displays selected radio channel frequency and 
time keeping. 
 

 
 

Photo shows the rear of the unit. 

 
Photo shows the radio demodulator section 

of the VFM27 
 
 
The VFM27 is equipped with an internal 
loudspeaker amplifier which also allows stereo 
reproduction via external low impedance 
headset. 
 
Connections to the unit are via industry 
standard plug / socket arrangement located on 
a recessed rear panel. 
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Electrical Specification 
Coverage 88 - 108 MHz 
Heat Emission 20 Watts maximum 
Consumption 5 VA 
Power supply input 110 - 254 V A.C 50/60 Hz 
V.H.F Input Industry standard 75 ohm F connector 

A.C mains input Standard I.E.E connector with integral 2A A/S 
fuse 

Audio power output 500m Watts maximum audio output per 
channel into 8 ohm load impedance 

Total Harmonic distortion 1% 

Intermediate frequency 10.7 MHz, If rejection is 60 dB 

Sensitivity 20 dBuV 

Image rejection 24 dB 

Stereo separation 25 dB 

Signal to noise ratio 50 dB 

LCD Time & Radio Frequency 

Channels presets 27 
  

Mechanical Specification 
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For your local office please contact  
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Vodec Industrial Communications Ltd, 
Parkview, Lockwood Close 

Nottingham, 
NG5 9JN, 
England, 

Tel: +44 (0) 115 967 5240 
Fax: +44 (0) 115 967 5241 
E-mail: sales@vodec.com 

Web: www.vodec.com 
 

 
 

Vodec-USA, 
103 Charbonnet Road, 

Duson, 
LA 70529 

United States of America 
Tel: +1 337 371 0136 
Fax: +1 337 406 0999 

E-mail: sales@vodec-usa.com 
Web: www.vodec-usa.com 

 
 

 


