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DS0293 Rev A — Vodec VA300-RS8 Redundant
Loudspeaker Management Port

Features Benefits
Fail safe design Highly secure, suitable for critical PAGA

applications
Plug in/out connectivity Rapid service/installation
Hermetically sealed relays Galvanic isolation, high reliability

The Vodec VA300-RS8 Port is designed to

operate within an A+B dual redundant PAGA

(Public Address and General Alarm) System to

facilitate  transfer of loudspeaker field

equipment from either an A or B sub-system in R
];?,Léltterzﬁ) the remaining A or B healthy. sub- o 5@ @?????@.“?‘???’???????

—
PAGA
Amplification
TN p p
— B #3$ 9 » 1 $
’7 B drives ‘A’ [
EHEHEHE—- “
]
'VA300-RS8 ‘A’ A drives '8 VA300-RS8 ‘B’ # $ r '# $
The VA300-RS8 is a DIN rail mount clip on/off

termination port that enables the necessary
inter-A+B  rack connectivity to establish
automatic redundant switch over. The unit will
support up to eight amplifier channels with
“cascaded” multiple VA300-RS8s enabling
virtually unlimited loudspeaker versus amplifier
switch-over management.

The VA300-RS8 is arranged to operate on a !

fail-safe basis and automatically initiates " # $
loudspeaker field equipment transfer to the

remote sub-system upon either mains supply $

loss or catastrophic fault detection within the

host PAGA sub-system rack.

Connections between A/B central racks are
implemented by twisted pair multi-core cable.

Vodec Industrial Communications Ltd have a policy of continuous improvement. The information contained in the data sheet is subject to change without notice.



The unit allows the engineer to select the “Forced” Local
following conditions by means of a tamper-proof

switch: . . : :
I.e. local field equipment is connected to
local amplification regardless of condition
Normal of host rack
i.e. local field equipment is connected t0 | |« Fgrced” Remote

local amplification and is transferred to the
remote rack under fault scenario

I.e. local field equipment is connected to
local amplification regardless of condition
of host rack
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Technical Specification
Supply Phantom powered 48V DC
Consumption 100mA
Switching capacity 8 x amplifiers

Remote/local inter rack connection Up to 2.5mmz2 CSA Conductors
Connection to host Ribbon cable plug/socket

S
Ordering information
VA300-RS8
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For your local office please contact

Vodec Industrial Communications Ltd,
Parkview, Lockwood Close
Nottingham,

NG5 9JN,

England,

Tel: +44 (0) 115 967 5240
Fax: +44 (0) 115 967 5241
E-mail: sales@vodec.com
Web: www.vodec.com

Vodec-USA,
103 Charbonnet Road,
Duson,
LA 70529

United States of America

Tel: +1 337 371 0136

Fax: +1 337 406 0999

E-mail: sales@vodec-usa.com

Web: www.vodec-usa.com

Vodec Industrial Communications Ltd have a policy of continuous improvement. The information contained in the data sheet is subject to change without notice.



